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SC49FL -80hm

Art. No. 8051

4 x 9cm (1,6" x 3,5 ") Breitbandlautsprecher mit Holzmembran und stabilem Kunststoffkorb. Flache und leichte Bauweise dank Neodym. Das
Zusammenspiel der einzelnen Komponenten sorgt fiir eine duRerst lineare Ubertragungskurve bis hinab zu vergleichsweise sehr tiefen Frequenzen, so dass die
Anwendungen des Lautsprechers auch auf Miniatur-Hi-Fi-Boxen erweitert werden kdnnen.

*) IP-Schutzklasse fir Frontseite bei Einbau in ein abgedichtetes Gehduse

4x9cm (1.6" x 3.5") full-range speaker with wooden cone and stable plastic basket. Flat and lightweight design because of neodymium. The
cooperation of the separate components leads to a very linear frequency response up to deepest frequencies by way of comparison, so that the
loudspeaker can be also used in miniature hi-fi speakers.
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SC 49 FL
22,0420 Resonanzfrequenz fs
o Resonance frequency fs 220 Hz
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Height of winding 2mm
Schallwanddffnung
Cutout diameter 36 x 86 mm
Gewicht netto
Net weight 0,054 kg
Gleichstromwiderstand Rdc
D.C. resistance Rdc 6,9 Ohm
Mechanischer Q-Faktor Qms
Mechanical Q factor Qms 3,06
Elektrischer Q-Faktor Qes
Electrical Q factor Qes 2,29
Gesamt-Q-Faktor Qts
Total Q factor Qts 1,31
Aquivalentes L uftnachgiebigkeitsvolumen
Vas
Equivalent volume Vas 0,431

Effektive Membranflache Sd

Effective piston area Sd 23,5 cm?

Dynamische bewegte Masse Mms

Dynamically moved mass Mms 099
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Antriebsfaktor BxI 1,98 Tm
Force factor Bxl

Schwingspul eninduktivitét L

Inductance of the voice coil L 0,13 mH
Schutzklasse

Protective system 1P 63 *)
Temperaturbereich

Temperature range 25...+70°C
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