
BIPOLAR AUDIO CAP

For bipolar electrolytic capacitors, a 
distinction is made between two construction 
types, „raw“ and „plain“. In the raw model 
the foil is etched in order to increase the 
surface area of the foil. Since the capaci-
tance of a capacitor is proportional to the 
surface area, larger capacitances can be 
achieved in this way with the same material 
costs. The construction size of raw electroly-
tic capacitors, therefore, is in effect smaller. 
Thus, capacitances of up to 800 μF are 
available in the BR63 series. Bipolar electro-
lytic capacitors are used where large capa-
citances are required cheaply (e.g. series 
resonant circuits, impedance linearization). 
The higher electrical strength of the etched 
model allows it to also be used where plain 
electrolytic capacitors are not electrically 
strong enough and expensive foil capacitors 
are not an option.

Technical specifications:
Loss factor: Plain electrolytics: tan ∂ 0.05
Loss factor: Raw electrolytics: tan ∂ 0.08
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ba71 bf100
Rod-core coils, wire Ø 0.71 mm (baked) Pin-core coils, wire Ø 1.0 mm (baked)
Inductance RDC Body Inductance RDC Body
[mH] ±3% Ohm [�] [mH] ±3% Ohm [�]

4.7 1.40 4530 10.90 0.10 0.07 3020 5.79
5.6 1.56 4530 11.50 0.12 0.08 3020 5.89
6.8 1.65 4530 11.90 0.15 0.09 3020 5.99
8.2 1.89 4530 12.50 0.18 0.10 3020 6.19
10 2.19 4530 12.90 0.22 0.11 3020 6.39
12 2.55 4530 13.50 0.27 0.13 3020 6.59
15 2.82 7029 15.90 0.33 0.15 3020 6.79
18 3.16 7029 16.90 0.39 0.16 3020 6.99
22 3.68 7029 17.90 0.47 0.19 3020 7.19
27 4.44 7029 18.90 0.56 0.22 4020 7.79
33 5.07 7029 19.90 0.68 0.20 4020 7.99

0.82 0.30 4020 8.19
ba100 1.0 0.30 4020 8.39
Rod-core coils, wire Ø 1.00 mm (baked) 1.2 0.40 4020 8.69
Inductance RDC Body
[mH] ±3% Ohm [�]

1.0 0.30 4530 9.59
1.2 0.33 4530 9.79
1.5 0.38 4530 9.99
1.8 0.39 4530 10.50
1.8 0.44 4530 10.50
2.2 0.49 4530 10.90
2.7 0.57 4530 11.50
3.3 0.64 4530 11.90
3.9 0.71 4530 12.90
4.7 0.80 4530 13.90 bg35
5.6 0.99 7029 15.90 Electrolytic capacitors 50 VDC / 35 VAC, plain
6.8 1.10 7029 16.90 Capacity Body Wire
8.2 1.26 7029 17.90 [µF] ±5% Ø * L [mm] Ø [mm]
10 1.44 7029 18.90 47 25 * 38 0.8 3.99
12 1.66 7029 19.90 56 25 * 49 0.8 4.99

68 25 * 49 0.8 5.49
ba140 82 30 * 50 0.8 5.99
Rod-core coils, wire Ø 1.40 mm (baked) 100 30 * 50 0.8 6.49
Inductance RDC Body
[mH] ±3% Ohm [�] bg50

0.10 0.05 4530 7.49 Electrolytic capacitors 70 VDC / 50 VAC, plain
0.12 0.05 4530 7.69 Capacity Body Wire
0.15 0.06 4530 7.89 [µF] ±5% Ø * L [mm] Ø [mm]
0.18 0.06 4530 8.19 1.0 10 * 20 0.8 0.99
0.22 0.07 4530 8.49 1.5 10 * 20 0.8 1.09
0.27 0.08 4530 8.79 2.2 10 * 30 0.8 1.09
0.33 0.09 4530 9.09 2.7 10 * 30 0.8 1.19
0.39 0.10 4530 9.39 3.3 10 * 30 0.8 1.19
0.40 0.11 4530 9.69 3.9 10 * 30 0.8 1.29
0.56 0.13 4530 9.99 4.7 10 * 30 0.8 1.29
0.68 0.14 4530 10.50 5.6 12 * 30 0.8 1.39
0.82 0.16 4530 10.90 6.8 12 * 30 0.8 1.49
1.0 0.18 4530 11.90 8.2 14 * 37 0.8 1.59
1.2 0.23 7029 12.90 10 14 * 37 0.8 1.69
1.5 0.25 7029 13.90 15 18 * 39 0.8 1.99
1.8 0.29 7029 14.90 22 25 * 38 0.8 3.49
2.2 0.34 7029 15.90 33 25 * 38 0.8 3.99
2.7 0.39 7029 16.90 47 25 * 49 0.8 4.99
3.3 0.40 7029 17.90 bh100
3.9 0.50 7728 19.90 Drum-core coils, wire Ø 1.00 mm (baked)
4.7 0.57 7728 21.50 Inductance RDC Body
5.6 0.42 7059 22.90 [mH] ±3% Ohm [�]
6.8 0.49 7059 23.90 1.0 0.13 4038 9.49
8.2 0.55 7059 25.90 1.2 0.15 4038 9.99
10 0.62 7059 27.90 1.5 0.17 4038 10.50
12 0.73 7059 31.90 1.8 0.18 4038 10.90
15 0.84 7059 34.90 2.0 0.20 4038 11.50

2.2 0.21 4038 11.50
2.7 0.24 4038 11.90

wird fortgesetzt
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bl71 br100 (Fortsetzung)
Air-core coils, wire Ø 0.71 mm (baked) Electrolytic capacitors 100 VDC, raw
Inductance RDC Body
[mH] ±2% Ohm [�]

0.10 0.23 2510 4.49 68 16 * 39 0.8 1.99
0.12 0.25 3610 4.59 82 18 * 39 0.8 2.29
0.15 0.28 3610 4.65 100 18 * 39 0.8 2.49
0.18 0.31 3610 4.69 br63
0.22 0.34 3610 4.79 Electrolytic capacitors 63 VDC / 23 VAC, raw
0.27 0.39 3610 4.89 Capacity Body Wire
0.33 0.43 3610 5.19 [µF] ±5% Ø * L [mm] Ø [mm]
0.39 0.51 3610 5.29 150 14 * 37 0.8 2.19
0.47 0.58 3020 5.39 180 16 * 39 0.8 2.59
0.56 0.64 3020 5.49 220 16 * 39 0.8 2.99
0.68 0.71 3020 5.75 270 21 * 36 0.8 3.49
0.82 0.81 3020 5.99 330 21 * 36 0.8 3.59
1.0 0.91 3020 6.29 390 25 * 38 0.8 4.19
1.2 1.01 4020 6.48 400 25 * 38 1.0 4.29
1.5 1.13 4020 6.79 470 25 * 38 0.8 4.39
1.8 1.22 4020 6.99 560 25 * 38 0.8 4.49
2.0 1.31 4020 7.49 680 25 * 38 0.8 4.79
2.2 1.39 4020 7.79 800 25 * 49 1.0 5.29
2.7 1.53 4020 7.99
3.0 1.64 5818 8.49
3.3 1.75 5818 8.99
3.9 2.04 5818 9.99
4.7 2.19 5818 10.90
5.6 2.42 5818 11.90
6.8 2.68 5818 12.90
8.2 3.05 5828 13.90 l50
10 3.62 5828 14.90 Air-core coils, wire Ø 0.50 mm
12 3.90 7029 15.90 Inductance RDC Body
15 4.45 7029 16.90 [mH] ±2% Ohm [�]
18 4.97 7029 17.90 0.10 0.38 2510 2.49
22 5.66 7029 18.90 0.12 0.42 2510 2.55
27 6.44 7029 19.90 0.15 0.47 2510 2.55

bolzme6 0.18 0.53 2510 2.59
Circuit board bolts 6 mm, brass 0.22 0.59 2510 2.59

 [€] 0.27 0.67 2510 2.65
4.99 0.33 0.75 2510 2.65

0.39 0.84 2510 2.69
0.47 0.93 3610 2.69

bolzme6g 0.56 1.02 3610 2.75
Circuit board bolts 6 mm, brass, gold-plated 0.68 1.16 3610 2.75

 [€] 0.82 1.29 3610 2.79
6.99 1.0 1.47 3610 2.85

1.2 1.62 3610 2.89
1.5 1.85 3610 3.49

bolzme8 1.8 2.07 3610 3.59
Circuit board bolts 8 mm, brass 2.0 2.38 3020 3.69

 [€] 2.2 2.50 3020 3.79
5.99 2.7 2.81 3020 3.89

3.0 2.96 3020 3.99
3.3 3.13 3020 4.69

bolzme8g 3.9 3.39 4020 4.79
Circuit board bolts 8 mm, brass, gold plated 4.7 3.77 4020 4.89

 [€] 5.6 4.17 4020 4.99
7.99 6.8 4.67 4020 5.09

8.2 5.24 4020 5.19
br100 10 6.06 4020 7.29
Electrolytic capacitors 100 VDC / 35 VAC, raw

Capacity Body Wire b35s
[µF] ±5% Ø * L [mm] Ø [mm] Fastening clips for capacitors, 35 mm

10 10 * 30 0.8 0.99  [€]
15 10 * 30 0.8 1.09 1.99
22 12 * 30 0.8 1.19
33 12 * 30 0.8 1.29 mconbpg
47 14 * 37 0.8 1.49 Banana plugs, Beryllium-copper, gold plated, blank
56 14 * 38 0.8 1.69  [€]

wird fortgesetzt Pair 5.99
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bl71 br100 (Fortsetzung)
Air-core coils, wire Ø 0.71 mm (baked) Electrolytic capacitors 100 VDC, raw
Inductance RDC Body
[mH] ±2% Ohm [�]

0.10 0.23 2510 4.49 68 16 * 39 0.8 1.99
0.12 0.25 3610 4.59 82 18 * 39 0.8 2.29
0.15 0.28 3610 4.65 100 18 * 39 0.8 2.49
0.18 0.31 3610 4.69 br63
0.22 0.34 3610 4.79 Electrolytic capacitors 63 VDC / 23 VAC, raw
0.27 0.39 3610 4.89 Capacity Body Wire
0.33 0.43 3610 5.19 [µF] ±5% Ø * L [mm] Ø [mm]
0.39 0.51 3610 5.29 150 14 * 37 0.8 2.19
0.47 0.58 3020 5.39 180 16 * 39 0.8 2.59
0.56 0.64 3020 5.49 220 16 * 39 0.8 2.99
0.68 0.71 3020 5.75 270 21 * 36 0.8 3.49
0.82 0.81 3020 5.99 330 21 * 36 0.8 3.59
1.0 0.91 3020 6.29 390 25 * 38 0.8 4.19
1.2 1.01 4020 6.48 400 25 * 38 1.0 4.29
1.5 1.13 4020 6.79 470 25 * 38 0.8 4.39
1.8 1.22 4020 6.99 560 25 * 38 0.8 4.49
2.0 1.31 4020 7.49 680 25 * 38 0.8 4.79
2.2 1.39 4020 7.79 800 25 * 49 1.0 5.29
2.7 1.53 4020 7.99
3.0 1.64 5818 8.49
3.3 1.75 5818 8.99
3.9 2.04 5818 9.99
4.7 2.19 5818 10.90
5.6 2.42 5818 11.90
6.8 2.68 5818 12.90
8.2 3.05 5828 13.90 l50
10 3.62 5828 14.90 Air-core coils, wire Ø 0.50 mm
12 3.90 7029 15.90 Inductance RDC Body
15 4.45 7029 16.90 [mH] ±2% Ohm [�]
18 4.97 7029 17.90 0.10 0.38 2510 2.49
22 5.66 7029 18.90 0.12 0.42 2510 2.55
27 6.44 7029 19.90 0.15 0.47 2510 2.55

bolzme6 0.18 0.53 2510 2.59
Circuit board bolts 6 mm, brass 0.22 0.59 2510 2.59

 [€] 0.27 0.67 2510 2.65
4.99 0.33 0.75 2510 2.65

0.39 0.84 2510 2.69
0.47 0.93 3610 2.69

bolzme6g 0.56 1.02 3610 2.75
Circuit board bolts 6 mm, brass, gold-plated 0.68 1.16 3610 2.75

 [€] 0.82 1.29 3610 2.79
6.99 1.0 1.47 3610 2.85

1.2 1.62 3610 2.89
1.5 1.85 3610 3.49

bolzme8 1.8 2.07 3610 3.59
Circuit board bolts 8 mm, brass 2.0 2.38 3020 3.69

 [€] 2.2 2.50 3020 3.79
5.99 2.7 2.81 3020 3.89

3.0 2.96 3020 3.99
3.3 3.13 3020 4.69

bolzme8g 3.9 3.39 4020 4.79
Circuit board bolts 8 mm, brass, gold plated 4.7 3.77 4020 4.89

 [€] 5.6 4.17 4020 4.99
7.99 6.8 4.67 4020 5.09

8.2 5.24 4020 5.19
br100 10 6.06 4020 7.29
Electrolytic capacitors 100 VDC / 35 VAC, raw

Capacity Body Wire b35s
[µF] ±5% Ø * L [mm] Ø [mm] Fastening clips for capacitors, 35 mm

10 10 * 30 0.8 0.99  [€]
15 10 * 30 0.8 1.09 1.99
22 12 * 30 0.8 1.19
33 12 * 30 0.8 1.29 mconbpg
47 14 * 37 0.8 1.49 Banana plugs, Beryllium-copper, gold plated, blank
56 14 * 38 0.8 1.69  [€]

wird fortgesetzt Pair 5.99
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bl71 br100 (Fortsetzung)
Air-core coils, wire Ø 0.71 mm (baked) Electrolytic capacitors 100 VDC, raw
Inductance RDC Body
[mH] ±2% Ohm [�]

0.10 0.23 2510 4.49 68 16 * 39 0.8 1.99
0.12 0.25 3610 4.59 82 18 * 39 0.8 2.29
0.15 0.28 3610 4.65 100 18 * 39 0.8 2.49
0.18 0.31 3610 4.69 br63
0.22 0.34 3610 4.79 Electrolytic capacitors 63 VDC / 23 VAC, raw
0.27 0.39 3610 4.89 Capacity Body Wire
0.33 0.43 3610 5.19 [µF] ±5% Ø * L [mm] Ø [mm]
0.39 0.51 3610 5.29 150 14 * 37 0.8 2.19
0.47 0.58 3020 5.39 180 16 * 39 0.8 2.59
0.56 0.64 3020 5.49 220 16 * 39 0.8 2.99
0.68 0.71 3020 5.75 270 21 * 36 0.8 3.49
0.82 0.81 3020 5.99 330 21 * 36 0.8 3.59
1.0 0.91 3020 6.29 390 25 * 38 0.8 4.19
1.2 1.01 4020 6.48 400 25 * 38 1.0 4.29
1.5 1.13 4020 6.79 470 25 * 38 0.8 4.39
1.8 1.22 4020 6.99 560 25 * 38 0.8 4.49
2.0 1.31 4020 7.49 680 25 * 38 0.8 4.79
2.2 1.39 4020 7.79 800 25 * 49 1.0 5.29
2.7 1.53 4020 7.99
3.0 1.64 5818 8.49
3.3 1.75 5818 8.99
3.9 2.04 5818 9.99
4.7 2.19 5818 10.90
5.6 2.42 5818 11.90
6.8 2.68 5818 12.90
8.2 3.05 5828 13.90 l50
10 3.62 5828 14.90 Air-core coils, wire Ø 0.50 mm
12 3.90 7029 15.90 Inductance RDC Body
15 4.45 7029 16.90 [mH] ±2% Ohm [�]
18 4.97 7029 17.90 0.10 0.38 2510 2.49
22 5.66 7029 18.90 0.12 0.42 2510 2.55
27 6.44 7029 19.90 0.15 0.47 2510 2.55

bolzme6 0.18 0.53 2510 2.59
Circuit board bolts 6 mm, brass 0.22 0.59 2510 2.59

 [€] 0.27 0.67 2510 2.65
4.99 0.33 0.75 2510 2.65

0.39 0.84 2510 2.69
0.47 0.93 3610 2.69

bolzme6g 0.56 1.02 3610 2.75
Circuit board bolts 6 mm, brass, gold-plated 0.68 1.16 3610 2.75

 [€] 0.82 1.29 3610 2.79
6.99 1.0 1.47 3610 2.85

1.2 1.62 3610 2.89
1.5 1.85 3610 3.49

bolzme8 1.8 2.07 3610 3.59
Circuit board bolts 8 mm, brass 2.0 2.38 3020 3.69

 [€] 2.2 2.50 3020 3.79
5.99 2.7 2.81 3020 3.89

3.0 2.96 3020 3.99
3.3 3.13 3020 4.69

bolzme8g 3.9 3.39 4020 4.79
Circuit board bolts 8 mm, brass, gold plated 4.7 3.77 4020 4.89

 [€] 5.6 4.17 4020 4.99
7.99 6.8 4.67 4020 5.09

8.2 5.24 4020 5.19
br100 10 6.06 4020 7.29
Electrolytic capacitors 100 VDC / 35 VAC, raw

Capacity Body Wire b35s
[µF] ±5% Ø * L [mm] Ø [mm] Fastening clips for capacitors, 35 mm

10 10 * 30 0.8 0.99  [€]
15 10 * 30 0.8 1.09 1.99
22 12 * 30 0.8 1.19
33 12 * 30 0.8 1.29 mconbpg
47 14 * 37 0.8 1.49 Banana plugs, Beryllium-copper, gold plated, blank
56 14 * 38 0.8 1.69  [€]

wird fortgesetzt Pair 5.99
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ba71 bf100
Rod-core coils, wire Ø 0.71 mm (baked) Pin-core coils, wire Ø 1.0 mm (baked)
Inductance RDC Body Inductance RDC Body
[mH] ±3% Ohm [�] [mH] ±3% Ohm [�]

4.7 1.40 4530 10.90 0.10 0.07 3020 5.79
5.6 1.56 4530 11.50 0.12 0.08 3020 5.89
6.8 1.65 4530 11.90 0.15 0.09 3020 5.99
8.2 1.89 4530 12.50 0.18 0.10 3020 6.19
10 2.19 4530 12.90 0.22 0.11 3020 6.39
12 2.55 4530 13.50 0.27 0.13 3020 6.59
15 2.82 7029 15.90 0.33 0.15 3020 6.79
18 3.16 7029 16.90 0.39 0.16 3020 6.99
22 3.68 7029 17.90 0.47 0.19 3020 7.19
27 4.44 7029 18.90 0.56 0.22 4020 7.79
33 5.07 7029 19.90 0.68 0.20 4020 7.99

0.82 0.30 4020 8.19
ba100 1.0 0.30 4020 8.39
Rod-core coils, wire Ø 1.00 mm (baked) 1.2 0.40 4020 8.69
Inductance RDC Body
[mH] ±3% Ohm [�]

1.0 0.30 4530 9.59
1.2 0.33 4530 9.79
1.5 0.38 4530 9.99
1.8 0.39 4530 10.50
1.8 0.44 4530 10.50
2.2 0.49 4530 10.90
2.7 0.57 4530 11.50
3.3 0.64 4530 11.90
3.9 0.71 4530 12.90
4.7 0.80 4530 13.90 bg35
5.6 0.99 7029 15.90 Electrolytic capacitors 50 VDC / 35 VAC, plain
6.8 1.10 7029 16.90 Capacity Body Wire
8.2 1.26 7029 17.90 [µF] ±5% Ø * L [mm] Ø [mm]
10 1.44 7029 18.90 47 25 * 38 0.8 3.99
12 1.66 7029 19.90 56 25 * 49 0.8 4.99

68 25 * 49 0.8 5.49
ba140 82 30 * 50 0.8 5.99
Rod-core coils, wire Ø 1.40 mm (baked) 100 30 * 50 0.8 6.49
Inductance RDC Body
[mH] ±3% Ohm [�] bg50

0.10 0.05 4530 7.49 Electrolytic capacitors 70 VDC / 50 VAC, plain
0.12 0.05 4530 7.69 Capacity Body Wire
0.15 0.06 4530 7.89 [µF] ±5% Ø * L [mm] Ø [mm]
0.18 0.06 4530 8.19 1.0 10 * 20 0.8 0.99
0.22 0.07 4530 8.49 1.5 10 * 20 0.8 1.09
0.27 0.08 4530 8.79 2.2 10 * 30 0.8 1.09
0.33 0.09 4530 9.09 2.7 10 * 30 0.8 1.19
0.39 0.10 4530 9.39 3.3 10 * 30 0.8 1.19
0.40 0.11 4530 9.69 3.9 10 * 30 0.8 1.29
0.56 0.13 4530 9.99 4.7 10 * 30 0.8 1.29
0.68 0.14 4530 10.50 5.6 12 * 30 0.8 1.39
0.82 0.16 4530 10.90 6.8 12 * 30 0.8 1.49
1.0 0.18 4530 11.90 8.2 14 * 37 0.8 1.59
1.2 0.23 7029 12.90 10 14 * 37 0.8 1.69
1.5 0.25 7029 13.90 15 18 * 39 0.8 1.99
1.8 0.29 7029 14.90 22 25 * 38 0.8 3.49
2.2 0.34 7029 15.90 33 25 * 38 0.8 3.99
2.7 0.39 7029 16.90 47 25 * 49 0.8 4.99
3.3 0.40 7029 17.90 bh100
3.9 0.50 7728 19.90 Drum-core coils, wire Ø 1.00 mm (baked)
4.7 0.57 7728 21.50 Inductance RDC Body
5.6 0.42 7059 22.90 [mH] ±3% Ohm [�]
6.8 0.49 7059 23.90 1.0 0.13 4038 9.49
8.2 0.55 7059 25.90 1.2 0.15 4038 9.99
10 0.62 7059 27.90 1.5 0.17 4038 10.50
12 0.73 7059 31.90 1.8 0.18 4038 10.90
15 0.84 7059 34.90 2.0 0.20 4038 11.50

2.2 0.21 4038 11.50
2.7 0.24 4038 11.90
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