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With the MLytic® Audio Grade series we are 
extending our range of products to a series 
especially conceived for applications within 
the pre-amplifiers or small power amplifiers. 
The assemblage always refers to snap-in 
models for assembly boards. 

Throughout its development, importance 
was placed upon attaining low ESR and ESL 
values, as well as a low inner-sound develop-
ment. 

Specifications:
● Long lifespan 
● All contacts welded
● Compact size

Technical specifications:
Temperature range: -40ºC... +85ºC
Max. reverse voltage: 2V
Leakage current 5 min. @ UR:0.007 * C [µF] * U [V] + 6mA
Leakage current 1 h @ UR: 0.15 * leakage current 5 min @UR
Specs.: DIN 41332  IEC 384 - 4
Insulation: Heat shrinkable tubing test voltage 3 2 500 VAC
Terminals: Snap In
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sup_s_g
Supreme capacitors silver/gold bt140

Capacity Body Wire Transformer-core coils, wire Ø 1.40 mm (baked)
[µF] ±2% VDC Ø * L [mm] Ø [mm] Inductance RDC Body
0.0010 1200 17 * 36 0.6 27.90 [mH] ±3% Ohm [�]
0.0033 1200 17 * 36 0.6 27.90 1.0 0.07 84 33.90
0.0047 1200 17 * 36 0.6 27.90 1.2 0.08 84 33.90
0.010 1200 17 * 36 0.6 27.90 1.5 0.09 84 33.90
0.015 1200 17 * 36 0.6 27.90 1.8 0.10 84 33.90
0.022 1200 17 * 36 0.6 27.90 2.0 0.11 84 33.90
0.033 1200 17 * 36 0.6 27.90 2.2 0.12 84 33.90
0.047 1200 17 * 36 0.6 27.90 2.7 0.17 84 33.90
0.056 1200 17 * 36 1.0 27.90 3.0 0.19 84 33.90
0.068 1200 17 * 36 1.0 27.90 3.3 0.22 84 33.90
0.082 1200 17 * 36 1.0 27.90 3.9 0.25 96 44.90
0.10 1200 17 * 36 1.0 27.90 4.7 0.27 96 44.90
0.15 1200 17 * 36 1.0 31.90 5.6 0.30 96 44.90
0.22 1200 19 * 39 1.0 31.90 6.8 0.32 96 44.90
0.33 1200 19 * 39 1.0 34.50 8.2 0.35 96 44.90
0.47 1200 26 * 41 1.4 36.90 10 0.39 96 44.90
0.56 1200 26 * 41 1.4 39.90 12 0.45 96 44.90
0.68 1200 26 * 41 1.4 39.90
0.82 1200 31 * 42 1.4 47.90 MLSi63 (formerly MLSi50)
1.00 1200 31 * 42 1.4 47.90 Electrolytic capacitors, 63 VDC, audio grade
1.5 1200 36 * 42 1.4 52.90 ESR@100
1.8 1200 41 * 54 1.4 61.90 Capacity Hz (typ.) ESL Body
2.2 1200 36 * 56 1.4 61.90 [µF] ±20% [mOhm] [nH] Ø * H [mm]
2.7 1200 36 * 56 1.4 68.90 2 200 55 10 25 * 30 7.99
3.3 1200 41 * 57 1.4 76.90 3 300 41 10 30 * 30 9.99
3.9 1200 41 * 57 1.4 85.90 4 700 32 10 30 * 40 11.90
4.7 1200 46 * 71 1.4 98.90 6 800 25 10 30 * 40 13.90
5.6 1200 46 * 71 1.4 107.90 10 000 20 10 30 * 50 16.90
6.8 1200 51 * 71 1.4 119.90 22 000 11 10 40 * 80 29.90
8.2 1200 51 * 71 1.4 136.90
10 1200 51 * 106 1.4 165.90 MLSi40 (formerly MLSi35)

Electrolytic capacitors, 40 VDC, audio grade
sup_sgo ESR@100
Supreme capacitors silver/gold/oil Capacity Hz (typ.) ESL Body [€]

Capacity Body Wire [µF] ±20% [mOhm] [nH] Ø * H [mm]
[µF] ±2% VDC Ø * L [mm] Ø [mm] 4 700 144 10 25 * 30 8.99

0.01 1200 17 * 36 0.6 37.50 6 800 68 10 30 * 30 10.90
0.10 1200 17 * 36 0.6 39.90 10 000 32 10 30 * 40 12.90
0.22 1200 19 * 39 0.6 44.90 15 000 18 10 30 * 50 14.90
0.33 1200 19 * 39 0.6 47.50 22 000 14 10 35 * 50 17.90
0.47 1200 26 * 41 0.6 49.90
0.68 1200 26 * 41 0.6 53.90 MLSi25
1.0 1200 31 * 42 0.6 62.90 Electrolytic capacitors, 25 VDC, audio grade
1.5 1200 36 * 42 0.6 69.90 ESR@100
2.2 1200 36 * 56 1.0 79.90 Capacity Hz (typ.) ESL Body [€]
2.7 1200 36 * 56 1.0 87.90 [µF] ±20% [mOhm] [nH] Ø * H [mm]
3.3 1200 41 * 57 1.0 97.90 10 000 144 10 25 * 35 9.99
3.9 1200 41 * 57 1.0 109.90 15 000 68 10 30 * 35 11.90
4.7 1200 46 * 71 1.0 123.90 22 000 32 10 30 * 40 13.90
5.6 1200 46 * 71 1.0 135.90 33 000 18 10 30 * 50 15.90
6.8 1200 51 * 71 1.0 149.90 47 000 14 10 35 * 50 18.90
8.2 1200 51 * 71 1.4 169.90
10 1200 51 * 106 1.4 199.90

cfa16
Rod-core coils, foil 17 mm cft14
cross-section = 1.30 mm² � round wire Ø 1.29 mm Transformer-core coils, foil 28 mm
Inductance RDC Body cross-section = 2.08 mm², � round wire Ø 1.63 mm
[mH] ±3% Ohm [�] Inductance RDC Body

1.0 0.25 7029 17.90 [mH] ±3% Ohm [�]
1.2 0.29 7029 19.90 1.0 0.10 84 34.90
1.5 0.33 7029 21.90 1.2 0.12 84 34.90
1.8 0.39 7029 23.90 1.5 0.13 84 34.90
2.2 0.45 7029 26.50 1.8 0.15 84 34.90
2.7 0.51 7029 28.90 2.0 0.16 84 34.90
3.0 0.54 7029 31.50 2.2 0.17 84 34.90
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